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SN43
Pumped Electric, Macerator Toilet
The SN43, the classic straight-back toilet in the 
SaniMarin toilets, is neat and compact in depth for 
those confined bathroom spaces Quiet and effective.
Discharge is through conventional 1” - 1½” hose. 

Exceptionally easy to install with fresh water for 
flushing supplied by connection into the boat’s water 
pressure system. Will discharge to a higher head than 
most other toilets.

• Minimal Routine Maintenance
• Easy to Clean
• Very Quiet
• 2 Year Guarantee

Part No: 12VDC 24VDC
Toliet SN43-12 SN43-24

Note: 
Salt water flush requires an additional, raw water 
pressure pump.
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Dimensions in mm
Technical Specifications
Water Consumption 1.2 to 2.4L

Water Pressure 20 - 45 PSI

Water Connection ¾” BSP

Min. dynamic pressure 1.7 Bar

Recommended pump 
flow rate

11 L / min

Waste Outlet 1” or 1½” (25 or 38mm)

Electric Consumption: 12 Volt 25 Amps

24 Volt 15 Amps

12 Volt Motor 300 Watts

24 Volt Motor 360 Watts

Weight 23.0 Kg

Toilet Control Systems
• 	 Switch Comfort
• 	 Button Premiun
• 	 Keyboard Luxe
	 details overleaf
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SaniMarin
Toilet Control Systems
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Part No: Switch Comfort

03214

Switch Comfort

A Rocker Switch
• A flushing position
• A Maceration - pumping position
The duration of each cycle is manually 
controlled by the user and can be adjusted as 
required.

Button Premium

A Push Button, on Toilet Operation 
• Two automatic cycles with adjustable water 
level (1.6 to 3.4 L)
• Dry mode bowl: press and hold the full flush
• A Tank indicator light showing that the black 
water tank is full
For easier installation, this system can be 
mounted directly on the bowl
(except for Sanimarin 31).

Keyboard Luxe

Electrical Installation Electrical InstallationElectrical Installation

A Bulkhead Mounted Operation 
• Two automatic cycles with adjustable water 
level (1.6 to 3.4 L)
• A Tank indicator light showing that the black 
water tank is full
• Dry mode bowl: key pressed to empty the 
bowl completely in choppy seas

Part No: Premium Button

08750
Part No: Keyboard Luxe

Glass White 08751
Glass Black 08752

Plastic White 08766

Glass White

Glass Black

Plastic White
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