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Installation Guide
This may look a bit complicated but it’s actually very intuitive and simple! Most owners

can install their SeaSmart in about 10 to 15 minutes or your boatyard or engineer can do

it.

Manually Pumped Heads
1) Check to see if your marine toilet is installed above or below the waterline of

your boat. WARNING – If it’s below the waterline, you MUST close the inlet

seacock before commencing installation!

2) Inspect your toilet and find a good place to install the SeaSmart. Usually this

should be on a bulkhead adjacent and to the pump side of the toilet bowl. The

SeaSmart needs to be within 40 cms or 16 inches of the flush water inlet hose

to the toilet and also where it’s easy to open the cover and change the refill.

Make sure the toilet seat will open without obstruction and that it’s ok to drill

two tiny holes in the bulkhead without damaging anything. These will be for

the small fixing screws. If you prefer to use sticky pads, that’s ok. WARNING

– If your toilet is installed against the hull, make certain you will be drilling and

screwing into cabin cladding and not into the hull of the boat!!

3) Hold your SeaSmart in the chosen position and mark the centre line. Now

measure and mark 2 screw hole positions 19.2 cms (7⅝inches) apart and drill

two 3 mm (⅛ th inch) holes 6 mm (1/4inch) deep in the marked positions.

4) Screw  the  two  stainless  steel screws  (supplied) into the holes  until  the

underside of the screw head leaves a gap of about 2 mm or ⅙ th inch to the

surface.

5) Present the SeaSmart to the screws through the keyholes on the back and

slide it down into place. If the unit is loose, remove it and tighten the screws.

6) Now unscrew the jubilee clip(s) on the flush water inlet hose to your toilet
pump and disconnect the hose.

7) Connect the SeaSmart manifold tube in its place, tightening the jubilee clip
provided.
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8) Measure the length of your inlet sanitation hose between the flow switch
and your seacock and cut the thin disinfectant tube so that it will reach
about 15 cms (6 inches) short of the seacock. (If it’s difficult to measure,
just close the seacock and slide the thin disinfectant tube down your hose
until it stops. Mark the disinfectant tube, pull it out and you’ve got the hose
length, now measure and cut the disinfectant tube to that length minus the 6
inches).

9) Slide the thin disinfectant tube down inside the inlet water hose and then
push the hose firmly onto the manifold connector. Use the original jubilee
clip(s) to re-secure the inlet water hose to the manifold connector.

10) Unscrew the cover screw on top of the SeaSmart and open the cover.

11) Hold  the  disinfectant pouch by the neck,  remove its cap and  push  the
disinfectant connector (the connector on the thin tube) into the spout of the
pouch. Slide the slots of the pouch neck into their supporting ribs and the
base of the pouch onto the shelf.

12) Connect the battery and slide it into its position.

13) Push the priming button (just below the battery on the left) for at least 30
seconds.

14) Close the cover and tighten the screw. If you’ve closed the seacock, open it

now.

15) Flush the toilet and you will see fresh smelling blue water, indicating your

whole marine toilet system is now being sanitized and the SeaSmart LED

will flash to say “Sanitising”.

If you need any help or advice, just call +44 (0)1295 770000 or email

sales@leesan.com and our friendly staff will assist you.
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Related Products

Toilet Cleaning

LeeScale

Clean & Green (12 Sachets)Single Ply Loo Roll (Pack of 4)

LeeGuard

Toilet Bowl Cleaner

More products to be found at www.leesan.com

Replacement

Sanitizer Pouches
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